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Adapters, Augers, Backhoes & Brooms

Auger Drive  (McMillen)

• For universal attachments and 
 mini attachments
• Weld-on adapters available
• Hydraulic tilt attach adapters 
 available

Specifications
Width mount specific
Height mount specific
Tilt 17°

• Two models available, X900 & X1500
• X900 provides speed
• X1500 provides high torque
• 2 9/16” round shaft
• Over 30 auger bits available to fit 
 your jobs specifications

Specifications X900 X1500
Torque Speed (ft. lb.) 1,200 2,300
Speed (GPM) 63 32

 Brooms   (Bradco)
Angle Broom
• Sweeps flush to curb
• 42” & 48”  available with 
 3 position manual angle
• Replaceable wafer bristles
• 2,000 to 3,000 PSI

Bucket Broom
• 42” width available
• Replaceable wafer bristles
• 2,000 to 3,000 PSI

Specifications 42”  
Bucket

42”  
Angle

48”  
Angle

Width (overall) 55” 51” 57”
Sweeping Width 42” 42” 48”
Height (overall) 32” 30” 30”
Length (overall) 47” 43” 43”
Maximum Angle (left & right) NA 30° 30°
Swiping Width @30° Angle NA 37” 42”
Bucket Capacity (cu. ft.) 3.6 NA NA
Brush Diameter 18” 24” 24”
Hydraulic Flow (GPM) 7 to 14 7 to 14 7 to 14

 Backhoe (365)  (Bradco)

• 6½ ft digging depth
• Built from high-strength 
 100ksi steel to minimize
 weight and increase
 capacity and durability
• Fully adjustable high back 
 seat and walk through 
 operators platform for 
 increased comfort
• 8” to 18” buckets available

Specifications
Transport Height 67” Digging Depth 2ft flat bottom 76”
Transport Width 45” Operating Height - Fully Raised 108”
Ground Clearance 9.5” Reach from Swing Post 108”

Overall Length 76” Bucket & Arc Rotation 180°
Boom Pivot Height 12” Stabilizer Spread 87”
Operating Weight 
with 12” bucket (lbs)

712 Stabilizer Down Below Grade 10”

Digging Depth-Max 78” Digging Force - Bucket Cylinder (lbs) 2,599

Harley
PH: (800) 437-9779     
FX: (701) 252-1978             

1805 2nd Ave. S.W., P.O. Box 230
Jamestown, ND  58402
United States of America

B-Mini Attachments Broc  6011-1

* Note: Rating based on 8 GPM flow @ 3,000 PSI


