
For Skid Steer Loaders, Backhoes, Small Wheel Loaders, Utility Loaders

FFC AutoRake, by Paladin, an easy to use site 

clean-up and soil preparation attachment. 

This unit can be mounted on three-point 

configuration (tractor) and is excellent for 

picking up windrows in support of power box 

rake operations.

AUTORAKE

•  66” & 76” working widths

•  Grooms and finishes soil for seeding or sodding

•  Breaks up clods and levels the soil

•  Picks up rocks ¾” to 6” in diameter

•   Collects rocks and debris in hopper

•  Dumps collected debris quickly and easily
 
•  3 point mounting available 

•  Also available CE certified
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When work needs to get done you need to be able to depend on 
your equipment. Our AutoRakes are designed for 
maximum reliability, durability, and productivity.

Specifications LAF6864 LAF6874

Working Width 66” 76”

Hopper Capacity .48 yd3 .56 yd3

Weight (app.) lbs. 1,390 1,485

GPM Range 10 to 25 10 to 25

PSI Range 1,000 to 3,500 1,000 to 3,500

Lift Capacity <9,000 lbs <9,000 lbs

Operating Weight <11,000 lbs <11,000 lbs

• Heavy-duty design features 1¾” hex drive shaft and 
pintle sprockets for longer life and increased durability

• To dump hopper, raise loader arms and open shroud 
hydraulically

• Designed to work on skid-steers, backhoes, small wheel 
loaders, and utility loaders with lift capacities to 

 9,000 lbs and operating weights to 11,000 lbs

• 3-point mounting available

||  PH: 800.456.7100   ||   www.paladinattachments.com   ||  Connect with Paladin:   

AUTORAKES


