M McIMILLEN

Auger Drives - D450, X900, X1500

Specifications D450 Output Speed Output Torque
Maximum auger diameter 12" 305 mm Flow Speed Pressure Torque
Minimum hydraulic flow 5 GPM 19 LPM 5 GPM 19LPM | 65RPM 2000 PSI | 138BAR | 4701b.ft. | 637 N.m.
Maximum hydraulic flow 10GPM | 38 LPM 6GPM | 23LPM | 78 RPM 2500PSI | 172BAR | 5871b.ft. | 796 N.m.
:\)"aximl}m gg?tinuous 3000PSI | 207 bar 7GPM | 26LPM | 9LRPM || 3000PSI | 207BAR | 516Ib.ft. | 700N.m.

perating 8GPM | 30LPM | 104RPM
Qutput shaft options 2"round | 51 mm 9 GPM 30 LPM | 117 RPM

10GPM | 38LPM | 130RPM

Specifications

X900 (Planetary)

Output Speed

Output Torque

Specifications

X1500 (Planetary)

Maximum auger diameter 30" 762 mm

Minimum hydraulic flow 8 GPM 30 LPM

Maximum hydraulic flow 16 GPM 61 LPM

Maximum Continuous

Operating PSI 3000 PSI | 207 bar

Output shaft options 29/16 65 mm
round

D450 Features:
« direct drive

* maximum output torque 704 Ib-ft.

* 12" maximum auger diam

eter

* 2” round round output shaft
» 2 year comprehensive warranty

X900 Features:

« available for mini loaders
* maximum output torque 1,029 Ib-ft.

* 2-9/16” round output shaft

* dual pivot with lockout pin to
single pivot

* maximum 3,000 PSI

* 15” maximum auger diameter

» 2 year comprehensive warranty

* 5 year warranty on planetary

Maximum auger diameter 15" 381 mm Flow Speed Pressure Torque

Minimum hydraulic flow 8 GPM 23 LPM 8 GPM 30LPM | 61 RPM 2000 PSI | 138BAR | 6711Ib.ft. | 910N.m.

Maximum hydraulic flow 16 GPM | 57 LPM 10GPM | 38LPM | 76RPM 2500PSI | 172BAR | 8491b.ft. | 1151N.m.

gs::g][?nn; gg?tinuous 3000PSI | 207 bar 12GPM | 45LPM | 91RPM || 3000PSI | 207BAR | 10291b.ft.| 1395N.m.
- 14GPM | 53LPM | 106 RPM

Output shaft options ?03{]1(16 65 mm 16 GPM 61 LPM | 121 RPM

X1500 Features:

« available for mini loaders

* maximum output torque 1,998 Ib-ft.

* 2-9/16” round output shaft

* dual pivot with lockout pin to
single pivot

* maximum 3,000 PSI

* 30” maximum auger diameter

» 2 year comprehensive warranty

» 5 year warranty on planetary

Output speed and torque specifications are based on theoretical values and are provided for comparative purposes only.

Subject to change without notice.
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